
R
32

34
59

40
-0

01
 R

ev
.A

Braukmann
D06F, D06F-LF, D06FH, D06FN, D06FI
Installation instructions Einbauanleitung Instructions d'installation Instrucciones de instalación
Installatievoorschrift Istruzioni di montaggio Asennusohjeet Руководство по установке
Instrukcja montażu Instruções de montagem Kurulum talimatları Instruksjoner for installasjon
Monteringsanvisning Monteringsvejledningen

Pressure Reducing Valve Reduktor ciśnienia
Druckminderer Válvula redutora de pressão
Soupapes de réduction de pression Basınç Düşürücü Valf
Válvula reductora de presión Trykkreduksjonsventil
Drukreduceerklep Tryckreduceringsventil
Valvole di riduzione della pressione Trykreduktionsventil
Paineenalennusventtiili
Редукционный клапан



2 MU1H-1002GE23 R0120

GB
1 Safety Guidelines  . . . . . 5
2 Technical Data . . . . . . . . 5
3 Options  . . . . . . . . . . . . . 6
4 Assembly . . . . . . . . . . . . 6
5 Start-up . . . . . . . . . . . . . 6
6 Maintenance  . . . . . . . . . 6
7 Disposal . . . . . . . . . . . . . 7
8 Troubleshooting . . . . . . . 7
9 Spare Parts . . . . . . . . . . 7
10 Accessories . . . . . . . . . . 7

D
1 Sicherheitshinweise. . . . 8
2 Technische Daten  . . . . . 8
3 Produktvarianten . . . . . . 9
4 Montage. . . . . . . . . . . . . 9
5 Inbetriebnahme . . . . . . . 9
6 Instandhaltung . . . . . . . . 9
7 Entsorgung  . . . . . . . . . 10
8 Fehlersuche. . . . . . . . . 10
9 Ersatzteile . . . . . . . . . . 10
10 Zubehör . . . . . . . . . . . . 10

F
1 Règles de sécurité. . . . 11
2 Caractéristiques 

techniques . . . . . . . . . . 11
3 Options  . . . . . . . . . . . . 12
4 Assemblage . . . . . . . . . 12
5 Démarrage. . . . . . . . . . 12
6 Maintenance  . . . . . . . . 12
7 Mise au rebut. . . . . . . . 13
8 Dépannage  . . . . . . . . . 13
9 Pièces de rechange. . . 14
10 Accessoires . . . . . . . . . 14

E
1 Directivas de seguridad15
2 Datos técnicos . . . . . . . 15
3 Opciones . . . . . . . . . . . 16
4 Montaje . . . . . . . . . . . . 16
5 Arranque  . . . . . . . . . . . 16
6 Mantenimiento . . . . . . . 16
7 Eliminación  . . . . . . . . . 17
8 Solución de problemas 17
9 Piezas de repuesto . . . 18
10 Accesorios . . . . . . . . . . 18

NL
1 Veiligheidsrichtlijnen. . .19
2 Technische Data. . . . . .19
3 Opties. . . . . . . . . . . . . .20
4 Montage . . . . . . . . . . . .20
5 Opstarten . . . . . . . . . . .20
6 Onderhoud . . . . . . . . . .20
7 Afvoeren . . . . . . . . . . . .21
8 Probleemoplossing. . . .21
9 Reservedelen . . . . . . . .21
10 Accessoires  . . . . . . . . .21

I
1 Avvertenze di sicurezza22
2 Dati tecnici . . . . . . . . . .22
3 Opzioni . . . . . . . . . . . . .23
4 Montaggio. . . . . . . . . . .23
5 Messa in servizio . . . . .23
6 Manutenzione. . . . . . . .24
7 Smaltimento . . . . . . . . .24
8 Risoluzione problemi  . .24
9 Pezzi di ricambio  . . . . .25
10 Accessori  . . . . . . . . . . .25

FIN
1 Turvaohjeet. . . . . . . . . .26
2 Tekniset tiedot  . . . . . . .26
3 Lisävarusteet  . . . . . . . .27
4 Kokoaminen . . . . . . . . .27
5 Käyttöönotto . . . . . . . . .27
6 Huolto . . . . . . . . . . . . . .27
7 Hävittäminen  . . . . . . . .28
8 Vianetsintä . . . . . . . . . .28
9 Varaosat . . . . . . . . . . . .28
10 Tarvikkeet . . . . . . . . . . .28

RUS
1 Указания по 

безопасности. . . . . . . .29
2 Технические 

характеристики . . . . . .29
3 Варианты поставки . . .30
4 Сборка . . . . . . . . . . . . .30
5 Запуск  . . . . . . . . . . . . .30
6 Обслуживание  . . . . . .31
7 Утилизация . . . . . . . . .31
8 Поиск и устранение 

неисправностей  . . . . .32
9 Запасные части  . . . . .32
10 Принадлежности. . . . .32

PL
1 Wskazówki dotyczące 

bezpieczeństwa  . . . . . 33
2 Dane techniczne . . . . . 33
3 Opcje. . . . . . . . . . . . . . 34
4 Montaż  . . . . . . . . . . . . 34
5 Uruchomienie . . . . . . . 34
6 Utrzymywanie w dobrym 

stanie  . . . . . . . . . . . . . 34
7 Utylizacja. . . . . . . . . . . 35
8 Rozwiązywanie 

problemów  . . . . . . . . . 35
9 Części zamienne. . . . . 35
10 Akcesoria  . . . . . . . . . . 35

PT
1 Indicações de 

segurança . . . . . . . . . . 36
2 Dados técnicos . . . . . . 36
3 Variantes . . . . . . . . . . . 37
4 Montagem. . . . . . . . . . 37
5 Colocação em 

funcionamento  . . . . . . 37
6 Manutenção  . . . . . . . . 37
7 Eliminação  . . . . . . . . . 38
8 Resolução de falhas . . 38
9 Peças sobressalentes. 39
10 Acessórios. . . . . . . . . . 39

TR
1 Güvenlik Uyarıları . . . . 40
2 Teknik Veriler. . . . . . . . 40
3 Varyantlar . . . . . . . . . . 41
4 Montaj . . . . . . . . . . . . . 41
5 Başlatma. . . . . . . . . . . 41
6 Bakım . . . . . . . . . . . . . 41
7 İmha Etme. . . . . . . . . . 42
8 Sorun Giderme . . . . . . 42
9 Yedek Parçalar . . . . . . 42
10 Aksesuarlar . . . . . . . . . 42

NO
1 Retningslinjer for 

sikkerhet . . . . . . . . . . . 43
2 Tekniske data  . . . . . . . 43
3 Valgfritt tilleggsutstyr . . 44
4 Montering  . . . . . . . . . . 44
5 Oppstart  . . . . . . . . . . . 44
6 Vedlikehold . . . . . . . . . 44
7 Avhending . . . . . . . . . . 45
8 Feilsøking . . . . . . . . . . 45
9 Reservedeler. . . . . . . . 45
10 Tilbehør . . . . . . . . . . . . 45



MU1H-1002GE23 R0120 3

SV
1 Säkerhetsanvisningar  . 46
2 Tekniska data. . . . . . . . 46
3 Tillval . . . . . . . . . . . . . . 47
4 Hopsättning . . . . . . . . . 47
5 Uppstart . . . . . . . . . . . . 47
6 Underhåll . . . . . . . . . . . 47
7 Omhändertagande. . . . 48
8 Felsökning . . . . . . . . . . 48
9 Reservdelar . . . . . . . . . 48
10 Tillbehör . . . . . . . . . . . . 48

DA
1 Sikkerhedsanvisning . . 49
2 Tekniske data. . . . . . . . 49
3 Valgmuligheder  . . . . . . 50
4 Montering. . . . . . . . . . . 50
5 Opstart . . . . . . . . . . . . . 50
6 Vedligeholdelse . . . . . . 50
7 Bortskaffelse  . . . . . . . . 51
8 Fejlfinding  . . . . . . . . . . 51
9 Tilbehør . . . . . . . . . . . . 51
10 Reservedele  . . . . . . . . 51



4 MU1H-1002GE23 R0120

3 42

11/4" + 2"

1.

4.

6.5.
3.

7.

10.

9.
8.

11.
1.

1.

1.

6.
4.

4.

5.

3.

3.
13.

9.

7.

8.

12.

3.

2.

2.

2.

2.

6.
9.

8.

7.

4.

5.

4.2

5.1

5.1

6.2

6.2

D06FH

D06FH

D06F, 
D06-LF, 
D06FN, 
D06FI

D06F, 
D06-LF, 
D06FN, 
D06FI



MU1H-1002GE23 R0120 5

1 Safety Guidelines
1. Follow the installation instructions.
2. Use the appliance

• according to its intended use
• in good condition
• with due regard to safety and risk of danger.

3. Note that the appliance is exclusively for use in the 
applications detailed in these installation instructions 
(see 2 Technical Data). Any other use will not be 
considered to comply with requirements and would 
invalidate the warranty.

4. Please take note that any assembly, commissioning, 
servicing and adjustment work may only be carried 
out by authorized persons.

5. Immediately rectify any malfunctions which may 
influence safety.

2 Technical Data
2.1 D06F

Note: Use the SM06T brass filter bowl, if the valve can be 
exposed to UV radiation or solvent vapors.

2.2 D06F-LF

Note: Use the SM06T brass filter bowl, if the valve can be 
exposed to UV radiation or solvent vapors.

2.3 D06FH

2.4 D06FN

Media
Medium: Drinking water
Connections/Sizes
Connection sizes: 1/2" - 2" 
Nominal sizes: DN15 - DN50 
Pressure values
Max. inlet pressure with clear 
filter bowl: 

16 bar

Max. inlet pressure with brass 
filter bow: 

25 bar

Outlet pressure: 1.5 - 6 bar
Preset outlet pressure: 3 bar
Min. pressure drop: 1 bar
Operating temperatures
Max. operating temperature 
medium (10 bar/brass filter 
bowl): 

70 °C

Max. operating temperature 
medium accord. to EN 1567: 

30 °C

Media
Medium: Drinking water
Connections/Sizes
Connection sizes: 1/2" - 2" 
Nominal sizes: DN15 - DN50 

Pressure values
Max. inlet pressure with clear 
filter bowl: 

16 bar

Outlet pressure: 1.5 - 6 bar
Preset outlet pressure: 3 bar
Min. pressure drop: 1 bar
Operating temperatures
Max. operating temperature 
medium accord. to EN 1567: 

30 °C

Media
Medium: Drinking water
Connections/Sizes
Connection sizes: 1/2" - 2" 
Pressure values
Max. inlet pressure: 25 bar
Outlet pressure: 1.5 - 12 bar
Preset outlet pressure: 5 bar
Min. pressure drop: 1 bar
Operating temperatures
Max. operating temperature 
medium (10 bar): 

70 °C

Max. operating temperature 
medium accord. to EN 1567: 

30 °C

Media
Medium: Drinking water
Connections/Sizes
Connection sizes: 1/2" - 2" 
Nominal sizes: DN15 - DN50 
Pressure values
Max. inlet pressure: 25 bar
Outlet pressure: 0.5 - 2 bar
Preset outlet pressure: 1.5 bar
Minimum pressure: 0.5 bar
Operating temperatures
Max. operating temperature 
medium (10 bar): 

70 °C

Max. operating temperature 
medium accord. to EN 1567: 

30 °C 
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2.5 D06FI

Note: Use the SM06T brass filter bowl, if the valve can be 
exposed to UV radiation or solvent vapors.

3 Options
For Options visit homecomfort.resideo.com/europe

4 Assembly
4.1 Installation Guidelines
• Horizontal and vertical installation position possible
• Install shut-off valves
• The installation location should be protected against 

frost and be easily accessible
– Pressure gauge can be read off easily
– Simplified maintenance and cleaning

• To guarantee perfect functioning, a filter must be 
inserted ahead of the pressure reducing valve

• Provide a straight section of pipework of at least five 
times the nominal valve size after the pressure 
reducing valve (in accordance with EN 806-2)

• Requires regular maintenance in accordance with 
EN 806-5

4.2 Assembly instructions
1. Rinse pipeline well
2. Install pressure reducing valve

• Observe flow direction
• Install without tension or bending stresses

3. Screw in the sealing plugs manually

5 Start-up
5.1 Setting outlet pressure

Set outlet pressure min. 1 bar under inlet pressure. 

1. Close shut-off valve on inlet
2. Release pressure on outlet side (e.g. through water 

tap)
3. Install pressure gauge
4. Close shut-off valve on outlet
5.

D06F, D06F-LF, D06FN, D06FI:
Loosen slotted screw
• Do not remove slotted screw
D06FH:
Loosen slotted screw and unscrew completely, 
remove handle

6. Slacken tension in compression spring
• Turn adjustment handle counter clockwise (-) until 

it does not move any more
7. Slowly open shut-off valve on inlet
8. Turn the adjuster knob until the setting scale displays 

the desired value
9.

D06F, D06F-LF, D06FN, D06FI:
Retighten slotted screw
D06FH:
Replace the handle
Retighten slotted screw

10. Slowly open shut-off valve on outlet

6 Maintenance

In order to comply with EN 806-5, water fixtures must 
be inspected and serviced on an annual basis.
As all maintenance work must be carried out by an 
installation company, it is recommended that a 
servicing contract should be taken out.

In accordance with EN 806-5, the following measures must 
be taken:

6.1 Inspection
1. Close shut-off valve on outlet
2. Check outlet pressure using a pressure meter when 

there is zero through-flow
• If the pressure is increasing slowly, the valve may 

be dirty or defective. In this instance, carry out 
servicing and cleaning (See 6.2 Maintenance)

3. Slowly open shut-off valve on outlet

Media
Medium: Drinking water
Connections/Sizes
Connection sizes: 1/2" - 2" 
Nominal sizes: DN15 - DN50 
Pressure values
Max. inlet pressure with clear 
filter bowl: 

16 bar

Max. inlet pressure with 
stainless steel filter bowl: 

25 bar

Outlet pressure: 1.5 - 6 bar
Preset outlet pressure: 3 bar
Min. pressure drop: 1 bar
Operating temperatures
Max. operating temperature 
medium (10 bar/stainless 
steel filter bowl): 

70 °C

Max. operating temperature 
medium accord. to EN 1567: 

30 °C 
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6.2 Maintenance

Do not use any cleansers that contain solvents and/or 
alcohol for cleaning the plastic parts, because this can 
cause damage to the plastic components - water 
damage could result.
Detergents must not be allowed to enter the 
environment or the sewerage system!

1. Close shut-off valve on inlet
2. Release pressure on outlet side (e.g. through water 

tap)
3. Close shut-off valve on outlet
4.

D06F, D06F-LF, D06FN, D06FI:
Loosen slotted screw
• Do not remove slotted screw
D06FH:
Loosen slotted screw and unscrew completely, 
remove handle

CAUTION!
There is a spring in the spring bonnet. It may cause 
injuries if the spring is derailing. 

 Make sure tension in compression spring is 
slackened!

5. Slacken tension in compression spring
• Turn adjustment handle counter clockwise (-) until 

it does not move any more
6. Unscrew the spring bonnet

• Use double ring wrench ZR06K
7. Remove slip ring
8. Remove valve insert with a pair of pliers
9. Unscrew filter bowl

• Use double ring wrench ZR06K
10. Remove slotted ring
11. Check that sealing ring, edge of nozzle and slotted 

ring are in good condition, and if necessary replace 
the entire valve insert

12. Remove filter, clean and reinsert
13. Place O-ring onto filter bowl
14. Reassemble in reverse order

Press in diaphragm with finger before inserting slip 
ring
Screw in filter cup hand-tight (up to max. 18Nm)

15. Set outlet pressure and adjust setting scale

7 Disposal
Observe the local requirements regarding correct waste 
recycling/disposal!

8 Troubleshooting

9 Spare Parts
For Spare Parts visit homecomfort.resideo.com/europe

10 Accessories
For Accessories visit homecomfort.resideo.com/europe

Problem Cause Remedy
Banging noises Pressure reducing valve is oversized Call technical customer support
Water comes out at spring bonnet Diaphragm of valve insert is defective Replace valve insert
No water pressure or not enough Shut-off valve upstream or downstream 

of the pressure reducing valve is not fully 
opened

Open shut-off valves completely

The pressure reducing valve is not set to 
the desired outlet pressure

Set outlet pressure

Pressure reducing valve filter insert 
contaminated

Replace filter insert

Pressure reducing valve not installed in 
direction of flow

Install the pressure reducing valve in the 
direction of flow (observe the arrow 
direction on housing)

The set outlet pressure does not remain 
constant

Pressure reducing valve filter insert 
contaminated or worn

Replace filter insert

The nozzle or sealing disc of the valve 
insert is contaminated or damaged

Replace filter insert

Pressure increase on outlet pressure 
side (e.g. due to water heating device)

Check the functionality of the check 
valve, safety group etc.


