Product datasheet

Specifications

STR Room Temp Sensor: 1.8K
Ohm, Vista, RJ-10 modular jack,
Functions: Temp sensor, Mode

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications

Indicator
STR101

Main
Range of product STR100
Product or component type Sensor
Display type LED
Complementary
Former part number 004600200
Material ABS + PC: enclosure
Input type Temperature sensor 1800 Ohm
Number of cables 20.7 mm?
Measurement accuracy +/-0.35 °C 15...30 °C
Net weight 0.085 kg
Width 84 mm
Height 116 mm
Depth 25 mm
Type of measurement Temperature
Environment
IP degree of protection IP20/NEMA 1
Ambient air temperature for 0...50 °C
operation
Ambient air temperature for -20...70 °C
storage
Standards EN 15500

EN 61000-6-3

CUL, UL 916 listed

UL 94 VO

EN 61000-6-1

EN 61010-1
Packing Units
Package 1 Weight 0.06 kg
Package 1 Height 3.05mm
Package 1 width 8.13 mm
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Package 1 Length 11.43 mm

Offer Sustainability

EU RoHS Directive Compliant

Mercury free Yes

RoHS exemption information

China RoHS Regulation

Environmental Disclosure

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins

PVC free Yes

Halogen content performance Halogen free plastic parts & cables product

Contractual warranty

Warranty 18 months

2 Schneider

BElect 15-Dec-2021


https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9220824&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9220824&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=9220824&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111241EN

Product datasheet

Specifications

STR Room Temp Sensor: 1.8K
Ohm, Vista, RJ-10 modular jack,
Functions: Temp sensor, Mode
Indicator, Setpoint Offset

STR102
Main
Range of product STR100
Product or component type Sensor
Display type LED
Control type Setpoint offset
Complementary
Former part number 004600300

Material

ABS + PC: enclosure

Input type

Temperature sensor 1800 Ohm

Number of cables

Measurement accuracy

2 0.7 mm?

+/-0.35°C 15...30 °C

Net weight 0.085 kg
Width 84 mm
Height 116 mm
Depth 25 mm
Type of measurement Temperature
Environment
IP degree of protection IP20/NEMA 1
Ambient air temperature for 0...50 °C
operation
Ambient air temperature for -20...70°C
storage
Relative humidity 0...90 %
Standards EN 15500
EN 61000-6-1
CUL, UL 916 listed
EN 61010-1
EN 61000-6-3
UL 94 VO
Packing Units
Package 1 Weight 0.14 kg

15-Dec-2021

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Package 1 Height 3.30 mm

Package 1 width 7.37 mm

Package 1 Length 10.16 mm

Offer Sustainability

Sustainable offer status Green Premium product

REACh Regulation

EU RoHS Directive Compliant

Mercury free Yes

RoHS exemption information

China RoHS Regulation

Environmental Disclosure

Circularity Profile

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins

PVC free Yes

Halogen content performance Halogen free plastic parts & cables product

Contractual warranty

Warranty 18 months

2 Schneider

BElect 15-Dec-2021


https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=9220825&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9220825&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9220825&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=9220825&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111241EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111244

Product datasheet

Specifications

STR Room Temp Sensor: 1.8K
Ohm, Vista, RJ-10 modular jack,
Functions: Temp sensor, Mode
Indicator, Setpoint Offset, Bypass,

A-O-I-11-111

STR106

Main

Range of product STR100
Product or component type Sensor
Display type LED

Control type

Fan speed control
Setpoint offset
Bypass button

Additional information 5 positions
Complementary
Former part number 004600500

Material

ABS + PC: enclosure

Input type

Temperature sensor 1800 Ohm

Number of cables

2 0.7 mm?

Measurement accuracy

+/-0.35°C 15...30 °C

Net weight 0.085 kg
Width 84 mm
Height 116 mm
Depth 25 mm
Temperature setting range -5..5°C
Type of measurement Temperature
Environment
IP degree of protection IP20/NEMA 1
Ambient air temperature for 0...50 °C
operation
Ambient air temperature for -20...70°C
storage
Relative humidity 0...90 %
Standards UL 94 VO
EN 61000-6-1
CUL, UL 916 listed
EN 61000-6-3
EN 61010-1
15-Dec-2021 Schneider

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



EN 15500

Packing Units

Package 1 Weight 0.02 kg
Package 1 Height 3.30 mm
Package 1 width 7.62 mm
Package 1 Length 10.16 mm

Offer Sustainability

Sustainable offer status Green Premium product

REACh Regulation

EU RoHS Directive Compliant

Mercury free Yes

RoHS exemption information

China RoHS Regulation

Environmental Disclosure

Circularity Profile

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins

PVC free Yes

Halogen content performance Halogen free plastic parts & cables product

Contractual warranty

Warranty 18 months

2 Schneider

BElect 15-Dec-2021


https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=9219813&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9219813&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=9219813&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=9219813&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111241EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111244

