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ENA представляет собой ступенчатый деаэратор
давления, который позволяет эффективно применять
технологию вакуумной деаэрации в закрытых
системах. Более того, ENA обеспечивает
автоматическое пополнение системы после
деаэрации доливочной воды. Устройство ENA может
применяться в системах охлаждения и нагрева, в
сочетании с расширительными мембранными баками
Flexcon или расширительными автоматами.

Преимущества
• Максимальная эффективность деаэрации.
• Непревзойденные показатели деаэрации даже при низких температурах и в высоких системах.
• Централизованная деаэрация системной и добавочной воды.
• Компактная и надежная конструкция.
• Программируемый контроллер.
• Простота использования.
• Поставляется в собранном виде, готовым к установке.
 
Технические характеристики
• Максимальная рабочая температура: 70 °C.
• Максимальная температура подачи в системе: 120 °C.
• Максимальное давление в линии пополнения системы: от 2 до 8 бар.
• Tемпература окружающего воздуха: > 0 °C до 45 °C.
• Шумоподавление: прибл. 55 дБ(A).
• Подключение к системе: Rp ¾.
• Электрическое соединение: 230 В 50 Гц.
• Подходит для сред с содержанием гликоля до 30%.
• Соответствует следующим нормам:

PED 2014/68/EU
Директива по машинному оборудованию 2006/42/CE
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-

ENA 7 8 0.8 - 2.7 Rp 1" Rp ¾" Rp ¾" 740 325 1270 40 1 17070

ENA 10 8 0.8 - 3.5 Rp 1" Rp ¾" Rp ¾" 740 325 1270 40 1 17090

ENA 20 8 2.0 - 4.5 Rp 1" Rp ¾" Rp ¾" 740 325 1270 45 1 17091

ENA 30 10 3.0 - 8.0 Rp 1" Rp ¾" Rp ¾" 710 525 1270 60 1 17092

Дополнительная информация в Интернете:
Installation and operating instruction
Декларация о соответствии PED 2014/68/EU
ENA RFA
ENA ADSK
ENA DWG
ENA IPT
ENA STEP
Перечень запасных частей ENA 7
Перечень запасных частей ENA 10
Перечень запасных частей ENA 20
Перечень запасных частей ENA 30
Технический каталог
Install video ENA
Install video ENA ZIP
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https://www.flamcogroup.com/media/files/manuals/Man_Ena7-30_art.nr_17070_eng_2021-06.pdf
https://www.flamcogroup.com/media/files/certificates/cert_ce-declaration_ena.pdf
https://www.flamcogroup.com/media/files/cadimages/ena_7-30_rfa.zip
https://www.flamcogroup.com/media/files/cadimages/ENA_ADSK.zip
https://www.flamcogroup.com/media/files/cadimages/ENA_DWG.zip
https://www.flamcogroup.com/media/files/cadimages/ENA_IPT.zip
https://www.flamcogroup.com/media/files/cadimages/ENA_STEP.zip
https://www.flamcogroup.com/media/files/documentation/spare-parts_ena7_v3.pdf
https://www.flamcogroup.com/media/files/documentation/spare-parts_ena10_v3.pdf
https://www.flamcogroup.com/media/files/documentation/spare-parts_ena20_v3.pdf
https://www.flamcogroup.com/media/files/documentation/spare-parts_ena30_v3.pdf
https://www.flamcogroup.com/media/files/documentation/cat_tech_flamco_v3.0_rus.pdf
https://www.flamcogroup.com/media/files/animation/fl_commissioning_ENA_201803_HD_RUS.mp4
https://www.flamcogroup.com/media/files/animation/fl_commissioning_ENA_201803_HD_RUS.zip

